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Mie RECESS NUT
BUTTON HEAD BOLT AND RECESS NUT

Mie BUTTON HEAD BOLT

Mis x 35 mm button head rall splice bolts and
nuts (8 per splice and 4 per terminal section).

|_POST SPACING 1.905 METERS |

~«—TRAFFIC —

Lap in direction
of trafflic.

Il

Mi6 x 460 mm button 8
head post bolt
—~— Edge of pavement or —~—

ground llne at face of
rall as appllcable. -

POST SPACING
STANDARD POST SECTION
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0.73 m

Variable
400

Use 500 mm dlameter round anchor
or 450 mm square anchor. Reduced
slze acceptable In solld rock.

Wrap post with I3 mm styrofoam
where It contacts the concrete
anchor.

CONCRETE ANCHOR FOR
SHORT GUARDRAIL POST

Ground line
.

Post and block

POST BOLT ASSEMBLY

100

18 mm
dla. hole

PLATE WASHER

Toenall with one I6d
galvanized. Nall on

each slde of block.
—~

Edge of pavement or
ground line at face of

rall.

Aggregate base or as
shown on typical section

sheet.

TYPICAL GUARDRAIL CROSS SECTION

I m (typ.)*

100 mm plate washer NOTE:
all posts except those
on terminal sections. I

STATE

Dimensions not labeled are In millimeters.

2. Dimensional tolerances not shown or Implled

M6 recess nut

are Intended to be those conslstent with the

proper functloning of the part, Including Its
appearance, and accepted manufacturing
practices.

3. Furnlsh

hardware In the metric sizes shown.

Equlvalent Impetlal sizes may be used when
metric sizes are not avallable.

200 200

|~ ——— Post length stamp

. 180

360

Length
See Special Contract Requirements

5560 mm to edge
of pavement
or ground llne

ln{ 35 mm high and
1R 6 mm deep.

20 mm dia. holes

Upper 2 holes for
ralsing guardrail to
accommodate future
overlays.

of z

ALTERNATE HOLE ARRANGEMENT
POST

AND

“See Speclal Contract Requirements
when 2.1 m or longer posts are
speclfled.

Hinge line
of foreslope

Varlable slope but not
steeper than flll slope.

BLOCK DETAIL

Subgrade shoulder. Widening
required for approach and
departure terminal sections.
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